
User Input
•	 10 Numeric keys 1/A - 10/J
•	 9 Special keys:
	 •	 SND for text & multi digit submission
	 •	 CLR for clear/cancel
	 •	 Power key
	 •	 CAP key for text capitalization
	 •	 Two navigation keys
	 •	 3 dedicated voting keys (Yes, No, Abstain)

Power Management
•	 Powered by two (2) AAA batteries
•	 Average battery life: two (2) years or 
	 30,000 impressions

RF Technology
•	 FCC, CE and IC certified
•	 Two-way 2.4 GHz communication
•	 Wi-Fi Avoidance Technology
•	 Polling speed: 500 votes in 2 seconds
•	 Supports up to 64 channels

Receiver
•	 USB 2.0+ compatible
•	 Internally mounted antenna
•	 Capacity of up to 500 keypads per receiver
•	 Ideal for small, medium, and large venues

Warranty
•	 3 years – keypad refunded or replaced if not 	

	 functioning due to a manufacturing defect

Phone: 610-260-6800, Fax: 610-260-6810, Email: rsvp@meridiaars.com
1646 West Chester Pike, Suite 15, West Chester,  PA 19382

EZ-VOTE PRO
Texting & Multi-Digit Entry

TECHNICAL SPECIFICATION

Enclosure
Compact case

Dimensions (L/W/H): 4.5” x 2.2” x 0.5”
Weight: 2.19 oz. with AAA batteries installed

Display
Graphic LCD,  up to 6 lines, 120 characters

Indicators: battery level, signal strength, 
	 send and receive status, 

vote selection and confirmation

Range
450 ft range (900 x 900 ft coverage)

Actual size


